
Nut shells factsheet
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Indicative fuel properties and BIOmasud® label qual ity class l imits* (v1 5.0)

Property Units
Almond /Hazenut shells Pine nut shel ls Pistachio shel ls Walnut shel ls

Class A1 / A2 / B Class A1 / A2 / B Class A1 / A2 / B Class A1 / A2 / B

≤1 2 ≤1 2 ≤1 6 ≤1 2 ≤1 2 ≤1 6 ≤1 2 ≤1 2 ≤1 6 ≤1 2 ≤1 2 ≤1 6

≤0.7 ≤1 .5 ≤2.0 ≤1 .3 ≤1 .6 ≤2.0 ≤0.7 ≤1 .6 ≤2.0 ≤0.7 ≤1 .6 ≤2.0

≥1 5.0 ≥1 5.0 ≥1 4.2 ≥1 6.0 ≥1 6.0 ≥1 5.2 ≥1 5.0 ≥1 5.0 ≥1 4.0 ≥1 6.0 ≥1 6.0 ≥1 5.0

≥500 ≥300 ≥270 ≥470 ≥470 ≥450 ≥300 ≥300 ≥270 ≥250 ≥200 ≥200

≤0.4 ≤0.6 ≤0.8 ≤0.4 ≤0.4 ≤0.8 ≤0.4 ≤0.6 ≤0.8 ≤0.4 ≤0.6 ≤0.8

≤0.03 ≤0.03 ≤0.04 ≤0.03 ≤0.03 ≤0.05 ≤0.03 ≤0.03 ≤0.05 ≤0.03 ≤0.03 ≤0.05

≤0.02 ≤0.02 ≤0.03 ≤0.02 ≤0.04 ≤0.06 ≤0.02 ≤0.03 ≤0.04 ≤0.02 ≤0.03 ≤0.04

Moisture content w-% a.r.

Ash content w-% d.b.

NetCalorificValue MJ/kg a.r.

Bulkdensity kg/m3 a.r.

N w-% d.b.

S w-% d.b.

Cl w-% d.b.
a.r. : as received
d.b.: dry base
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Find outmore about
nut shells heating and
use cases, fuel suppliers
etc. in AgroBioHeat's

Agrobiomass Heating
Observatory


	observatorylink: 


